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Trend Push Rods

Part# Dia. Length Wall
T655805 5/16" 6.550" .080"
T660805 5/16" 6.600" .080"
T675805 5/16" 6.750" .080"
T680805 5/16" 6.800" .080"
T690805 5/16" 6.900" .080"
T695805 5/16" 6.950" .080"
T700805 5/16" 7.000" .080"
T715805 5/16" 7.150" .080"
T720805     5/16" 7.200" .080"
T725805     5/16" 7.250" .080"
T750805     5/16" 7.500" .080"
T760805     5/16" 7.600" .080"
T765805     5/16" 7.650" .080"
T770805     5/16" 7.700" .080"
T775803     3/8" 7.750" .080"
T775805     5/16" 7.750" .080"
T780803     3/8" 7.800" .080"
T780805     5/16" 7.800" .080"
T785803     3/8" 7.850" .080"
T785805     5/16" 7.850" .080"
T790803     3/8" 7.900" .080"
T790805     5/16" 7.900" .080"
T795803 3/8" 7.950" .080"
T795805 5/16" 7.950" .080"
T800803 3/8" 8.000" .080"
T800805     5/16" 8.000" .080"
T805803     3/8" 8.050" .080"
T805805     5/16" 8.050" .080"
T810803     3/8" 8.100" .080"
T810805     5/16" 8.100" .080"
T815803     3/8" 8.150" .080"
T815805     5/16" 8.150" .080"
T820803     3/8" 8.200" .080"
T820805     5/16" 8.200" .080"
T825803     3/8" 8.250" .080"
T825805     5/16" 8.250" .080"
T828803     3/8" 8.280" .080"
T830803     3/8" 8.300" .080"

Part# Dia. Length Wall
T830805 5/16" 8.300’ .080"
T835803 3/8" 8.350" .080"
T835805 5/16" 8.350" .080"
T840803 3/8" 8.400" .080"
T840805 5/16" 8.400" .080"
T845803 3/8" 8.450" .080"
T845805 5/16" 8.450" .080"
T850803 3/8" 8.500" .080"
T850805 5/16" 8.500" .080"
T855803 3/8" 8.550" .080"
T855805 5/16" 8.550" .080"
T860803 3/8" 8.600" .080"
T860805 5/16" 8.600" .080"
T870803 3/8" 8.700" .080"
T870805 5/16" 8.700" .080"
T880803 3/8" 8.800" .080"
T880805 5/16" 8.800" .080"
T885803 3/8" 8.850" .080"
T885805 5/16" 8.850" .080"
T890803 3/8" 8.900" .080"
T890805 5/16" 8.900" .080"
T895803 3/8" 8.950" .080"
T895805 5/16" 8.950" .080"
T900803 3/8" 9.000" .080"
T900805 5/16" 9.000" .080"
T920803 3/8" 9.200" .080"
T925803 3/8" 9.250" .080"
T925805 5/16" 9.250" .080"

TREND one-piece, precision formed 
pushrods are constructed from SAE 
4130 seamless Chrome-moly tubing, 
centerless ground, case hardened to 
RC 60, with a black oxide fi nish.

Extra-Clearance Push Rods and lengths 
not listed are also available.


