Mahle now provides a very high quality
ring set. Top Rings are ductile iron,
plasma moly, barrel face configuration.
2nd Rings are cast iron, reverse twist.

Oil Rings are a 3-piece style offered in
both standard and low tensions. PPPC
offers additional bore sizes, beyond
those listed here.

Part #

4000GF
4022GF
4032GF
4042GF
4052GF
4060GF
4080GF
4127GF
4137GF
4147GF
4158GF
3425XC

MAHLE RING SETS 1/16", 1/16", 3/16"
available in standard & low tension oil control

Part#
4005ML
4025MS

4030MS
4035MS
4035ML
4040MS
4045MS
4045ML

4050MS
4050ML
4060MS
4065ML
4065MS

Bore
4.000" +.005"
4.020" +.005"

4.030"
4.030" +.005"
4.030" +.005"
4.040"
4.040" +.005"
4.040" +.005"

4.045" +.005"
4.045" +.005"
4.060"

4.060" +.005"
4.060" +.005"

Type
File Fit
File Fit

Drop-|
File Fit
File Fit
Drop-I
File Fit
File Fit

File Fit
File Fit
Drop-I
File Fit
File Fit

Tension
Low Ten.
Standard

n Standard
Standard
Low Ten.

n Standard
Standard
Low Ten.

Standard
Low Ten.
n Standard
Low Ten.
Standard

MAHLE RING SETS .043",.043", 3.0mm
available in low tension oil control

Part# Bore

4025ML-043 4.020" +.005"
4030ML-043 4.025" +.005"
4040ML-043 4.035" +.005"
4045ML-043 4.040" +.005"
4050ML-043 4.045" +.005"
4055ML-043 4.050" +.005"
4060ML-043 4.055" +.005"
4065ML-043 4.060" +.005"
4070ML-043 4.065" +.005"
4130ML-043 4.125" +.005"

MAHLE RING SETS 1.5, 1.5, 3.0mm

available in all sizes

Top Ring

1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm

2nd Ring
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm
1.2mm

87mm Ring Set

Type

File Fit
File Fit
File Fit
File Fit
File Fit
File Fit
File Fit
File Fit
File Fit
File Fit

Qil

3mm
3mm
3mm
3mm
3mm
3mm
3mm
3mm
3mm
3mm
3mm

Bore

4.000"
4.020"
4.030"
4.040"
4.050"
4.060"
4.080"
4.125"
4.135"
4. 145"
4.156"



